
Bare Steel

Blasted Steel

Stainless Steel

Galvanised Steel

Aluminium

GRP (Fibreglass)

Plastics - ABS & 
modified Polypropylene

Step 1:  Primer selection            Step 2:  Topcoat selection

Paraglaze CT Product Selection Chart

PP-3450
2K HP Epoxy Primer

PP-3450
2K HP Epoxy Primer

PP-3450
2K HP Epoxy Primer

PP-3979
1K Etch Primer

PP-3979
1K Etch Primer

PP-3450
2K HP Epoxy Primer

AP-4990 OR 
AP-4880

Plas Stik Primer

PP-3979
1K Etch Primer

PP-3979
1K Etch Primer

PP-3450
2K HP Epoxy Primer

PP-3450
2K HP Epoxy Primer

Step 3:  Mixing Ratio Guide

Protec Plas 
Stik Primer

AP-4880/
AP-4990

Ready For 
Use

Paraglaze CT 
1K Etch Primer

1

PP-3979 PS-7400

Paraglaze CT 
1K High Build Primer

PP-4660 PS-7500 /
PS-7600 

PP-3979
1K Etch Primer

Note:
Plastics such as 100% PP, HDPE and LDPE should not be coated.  The ever 
increasing variety of plastic compositions make repair process recommendations 
very difficult,  therefore, all new plastics must be tested prior to coating. 
Consult the Protec Technical Team before applying any Protec products on PVC 
curtains.

OR

OR

OR

OR

OR

PP-3450
2K HP Epoxy Primer

PP-3979
1K Etch Primer

PP-3979
1K Etch Primer

AP-4990 OR 
AP-4880

Plas Stik Primer

AP-4990 OR 
AP-4880

Plas Stik Primer

PP-5580
2K HP Primer-Filler

Paraglaze Gloss OR 
Paraglaze Basecoat 
& PC-9200 2K HS 

Clearcoat

PP-5580
2K HP Primer-Filler

Paraglaze Gloss

Paraglaze 64

Paraglaze CT 
2K HP Epoxy Primer

1 1-1.5

PP-3450 PH-2500 PS-6100 /
PS-6200 /
PS-6300 /

If required, add PH-2600 at 5% to PP-3450 
before adding hardener and reducer.

4

Paraglaze CT 
2K HP Primer-Filler

1 5-30%

PP-5580 PH-4100 /
PH-4200

PS-6100 /
PS-6200 /
PS-6300 /

4

Paraglaze Gloss Colour

1 5-20%

PM-GMIX PH-4100 /
PH-4200 /
PH-4300

PS-6100 /
PS-6200 /
PS-6300 /
PS-6400

2
Refer to TDS for details of 4:1 mode using 
PH-2000

Paraglaze Basecoat 
Colour

1

PM-BMIX

If required, add PH-2400 at 10% of 
PM-BMIX before adding reducer

1

PS-6100 /
PS-6200 /
PS-6300 /

Paraglaze CT 
2K HS Clearcoat

1 10-20%

PC-9200 PH-4200 /
PH-4300

PS-6100 /
PS-6200 /
PS-6300 /
PS-6400

2
Refer to TDS for details of 4:1 mode using 
PH-2000

Before using any Protec product, please refer to the relevant Material Safety Data Sheet and Technical Data Sheet, obtainable from www.protec.com.au.  Follow all directions and warnings fully and carefully. May 2020.

www.protec.com.au

Option 1 Option 2 Option 3 Product Key

AP-4880 PROTEC PLAS STIK PRIMER 
GREY

AP-4990 PROTEC PLAS STIK PRIMER

PC-9200 PARAGLAZE CT 
2K HP CLEARCOAT

PH-2000 PARAGLAZE CT 
4:1 QUICK DRY HARDENER

PH-2400 PARAGLAZE CT 
BASECOAT ACTIVATOR

PH-2500
PARAGLAZE CT 
2K HP EPOXY PRIMER 
HARDENER

PH-2600
PARAGLAZE CT 
2K HP EPOXY PRIMER 
ACCELERATOR

PH-4100 PARAGLAZE HARDENER 
LOW TEMP

PH-4200 PARAGLAZE HARDENER 
STANDARD

PH-4300 PARAGLAZE HARDENER 
HIGH TEMP

PP-3450 PARAGLAZE CT 
2K HP EPOXY PRIMER GREY

PP-3979 PARAGLAZE CT 
1K ETCH PRIMER BEIGE

PP-5580 PARAGLAZE CT 
2K HP PRIMER-FILLER GREY

PS-6100 PARAGLAZE REDUCER 
LOW TEMP

PS-6200 PARAGLAZE REDUCER 
STANDARD

PS-6300 PARAGLAZE REDUCER 
HIGH TEMP

PS-6400 PARAGLAZE REDUCER 
EXTRA HIGH TEMP

PS-7400 PARAGLAZE CT 1K ETCH 
PRIMER REDUCER

PS-7500 PARAGLAZE CT 1K HIGH BUILD 
REDUCER LOW TEMP

PS-7600 PARAGLAZE CT 1K HIGH BUILD 
REDUCER HIGH TEMP

3-4 3-4 1

Paraglaze Gloss OR 
Paraglaze Basecoat 
& PC-9200 2K HS 

Clearcoat

Paraglaze Gloss OR 
Paraglaze Basecoat 
& PC-9200 2K HS 

Clearcoat

Paraglaze Gloss OR 
Paraglaze Basecoat 
& PC-9200 2K HS 

Clearcoat

PP-3979
1K Etch Primer


